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Monday
Tighten all the bolts so it wouldn’t shake.
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Steps Taken to Reach Objective:
Objective (s):
Get sprocket set in the right place.
List issues / Complications
:
1
3
4
Take tape and place it on the high spots.
Can’t get the sprocket to set.
Remove sprocket and put it on the right way. 
Tighten the axel down and put everything were I needed it.
Tues
day
Replace the tape on the high spots.
2
Steps Taken to Reach Objective:
Objective (s):
Work on the rear drive train.
List issues / Complications
:
1
3
4
Rotated the axel to see where the new high spot.
Having a difficult time getting the sprocket set.
Took the sprocket off and placed it were it needed to be and tightened all the bolts.
Tape the holes so I could grind it bigger.
Wednes
day
Tighten the bolts in a certain pattern so it would be evenly and the axle would spend freely.
2
Steps Taken to Reach Objective:
Objective (s):
Put the rear end all the way together and get the 
axel too
 spend freely.
List issues / Complications
:
1
3
4
Make a new sleeve so the sprocket can be tighter on the axle.
Getting the axle to spend freely, because if you didn’t tighten the bolts down the right way it wouldn’t spin.
Get the sprocket set in the right spot then tighten down the bearings holding the axle.
Relocate the sprocket and grind down the bar so the chain wouldn’t hit the bar.
Thurs
day
Took the axle off and the bearings to so the calibers could go on.
2
Steps Taken to Reach Objective:
Objective (s):
Get the motor mounted and get the brake calibers set in the right spot.
List issues / Complications
:
1
3
4
Drilled out wholes so we could mount motor mount on the body.
The whole rear end is being a pain.
Drilled the holes out a little bigger for the sprocket so I could move it more freely.
Find and put bolts on the motor and tighten it down the bolts.
Fri
day
Place motor back on and measured to make sure the axle lined up.
2
Steps Taken to Reach Objective:
Objective (s):
Get the motor set, and make a print for the part.
List issues / Complications
:
1
3
4
Retighten the bolts, and fixed the wholes and got the whole motor lined up.
Took the bolts out and drilled the wholes out bigger.
Get part made into print and transferred 
it to Mr. Neal flash drive.
N
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